
PART#: 75104-499
MFG: CHRYSLER/DODGE
MODELS & YEARS:

CHRYSLER
Concorde LXi, LX 1998-2004

(Except Concorde Limited 02-04)
DODGE  Intrepid 1998-2004

(with or without console)

MOUNTING LOCATION:
Right side of radio

TOOLS REQUIRED:
Hook tool
Phillips screwdriver

HARDWARE INCLUDED:
None

05-05-03

* *  ADVISEMENT  * *
Read instructions completely prior to
starting installation. All InDash Mounts
are designed so that after installation,
phone is facing normal driver position
for left-hand drive vehicles. This mount
is not designed to be used in foreign
countries with right-hand drive vehicles.
Use extreme care when working around
the plastic components on the dash.
Excess force, can cause breakage of the
plastic components.
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CELL PHONE & MEDIA MOUNT

INSTALLATION INSTRUCTIONS

There may be recent updates to this Instruction Sheet, please visit our website or contact PanaVise Products, Inc. for the latest revision as well as for the most
complete up-to-date PanaVise InDash Applications List:  7540 Colbert Dr., Reno, NV, Phone: 800.759.7535, 775.850.2900, Fax: 800.395.8002, www.panavise.com

© 2002 PanaVise Products, Inc.

STEP #1 Apply emergency brake and turn ignition on  DO NOT start vehicle, and shift to low gear.  Release
the bezel that surrounds the console shifter (if equipped) by pulling up from the back to release (5)
clips. Do not take bezel off.

STEP #2:  Remove the bezel that surrounds the radio and climate control (the climate control is integrated to
the bezel).  Insert the hook tool to the upper right corner of the bezel and pull to release a clip.  Repeat
technique on upper left corner of the bezel.  Release a clip on the lower right and lower left corners
of the radio.  Release a clip on each side of the small storage box below the radio.  Remove the ashtray
and set aside.  With your hands grasp the lower portion of the bezel from the ashtray opening and pull
to release two clips from behind the ashtray (you should have released a total of a eight clips).
Disconnect all wiring from the bezel and set aside.

STEP #3 Remove four screws that secure the radio.  Slide the radio out far enough to slide the InDash Mount
under the right side mounting bracket.  With your fingers, tilt out the radio towards you just enough
to align the top hole of the Indash to the top hole of the radio, the other holes of the InDash will line
up with a guide pin under the radio's mounting bracket, make sure the InDash also lines up with the
side of the dash.  Slide radio back  into postion and reinstall the four screws to secure the radio.

STEP #4 Reassemble in reverse order connecting all wiring and securing all clips.  Attach phone holder to
Indash Mount.  If using a PortaGrip phone holder, adjust to size of phone prior to mounting.

INSTALLATION IS NOW COMPLETE.  ENJOY YOUR NEW PANAVISE INDASH MOUNT.

Chrysler Concorde Finished Install Dodge Intrepid Finished Install

Without console got to step #2


