
* *  ADVISEMENT  * *
Read instructions completely prior to
starting installation. All InDash Mounts
are designed so that after installation, phone
is facing normal driver position for left-
hand drive vehicles. This mount is not
designed to be used in foreign countries
with right-hand drive vehicles. Use extreme
care when working around the plastic
components on the dash.  Excess force, can
cause breakage of  the plastic components.
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MOUNTING LOCATION:
Right side of Radio Display JP R
OR Right side of climate control CR
TOOLS REQUIRED:
Hook tool
T-15 Torx driver
9/32" & 5/16"Socket driver
HARDWARE INCLUDED:
75001, W/(2)-O- 8/32" Acorn Nuts

 PART#:  751101005 Rev B
 MFG:  CHEVY

 MODELS & YEARS:
Corvette 2005-2007and 2008-2011

(W/NAV mount by Climate Control)
(W/O Nav by Radio)

STEP #1: Open console box door. With T-15 Torx driver remove the (4) Torx screws that hold
the lid on. Set lid aside. Remove the emergency brake boot cover by lifting up on the back inside
to release (1) metal clip and (1) plastic clip. Repeat on the front inside of  boot cover. You may
need to use the hook tool to assist release of the front clip. Push it to the front slightly and lift it
up and turn it out of the way as much as possible.

STEP #2:  This exposes (2) 9/32" screws that hold the console side cover in place. Remove these
(2) screws with the 9/32" socket driver. Lift the back of the up over the carpet and slightly pull
down to allow the side cover to be released from the shifter / radio/ etc. bezel. Once released by
tilting it out, tilt it up and down to release (3) clips holding the front of the bezel onto the dash.
Set this bezel aside.

STEP #3: For (08-11) see below.  (05-07) Continue.With hook tool remove the center console
small bezel that has the air bag indicator on it. Begin by inserting the hook tool into the back
below the vertical section of this bezel. Lift it up enough to get at the upper corner at the angle
of the bezel. Lift to release (2) strong spring clips at once. You do not need to disconnect plug.
With 9/32" socket driver. (08-11) Remove the (2) round plug covers by power outlet. Remove
(2) exposed screws.

STEP #4: Lift up on the back of the console/radio/air vent bezel to release (2) clips. Apply
emergency brake. Shift into N. Continue lifting and tilting bezel up until you are able to release
the clips from the front of the large bezel, which includes the air vents and ashtray/cubby area.
Release all the clips and pull bezel towards you just enough to get at the 9/32" screw that holds
the radio (05-07) in place, or for (08-11) models, by the climate control. Remove this screw and
place the (A) part of the InDash Mount over the screw hole and replace screw.

STEP #5: Replace the console/radio bezel and all other parts on reverse order. Note on the
console side bezel. It should be guided into place along side of the glove box door aligning the
groove onto the bezel. Complete the groove installation, then push the front of the bezel
back(2)clips into place. Continue with the rest of the removed parts. Attach the second part of
the InDash with part number on it (Part B). Tighten cap nuts with the 5/16" socket driver.
INSTALLATION IS NOW COMPLETE.  ENJOY YOUR NEW INDASH by PANAVISE MOUNT.
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Side cover guide
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